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Inventor of the Inverter





MiNi-SMMS Indoor lineup

MMU-AP0091H
MMU-AP0121H
MMU-AP0151H
MMU-AP0181H
MMU-AP0241H
MMU-AP0271H
MMU-AP0301H
MMU-AP0361H
MMU-AP0481H
MMU-AP0071MH
MMU-AP0091MH
MMU-AP0121MH
MMU-AP0151MH
MMU-AP0181MH
MMU-AP0071WH
MMU-AP0091WH
MMU-AP0121WH
MMU-AP0151WH
MMU-AP0181WH
MMU-AP0241WH
MMU-AP0271WH
MMU-AP0071YH
MMU-AP0091YH
MMU-AP0121YH
MMU-AP0152SH
MMU-AP0182SH
MMU-AP0242SH
MMU-AP0071BH
MMU-AP0091BH
MMU-AP0121BH
MMU-AP0151BH
MMU-AP0181BH
MMU-AP0241BH
MMU-AP0271BH
MMU-AP0301BH
MMU-AP0361BH
MMU-AP0481BH
MMD-AP0181H
MMD-AP0241H
MMD-AP0271H
MMD-AP0361H
MMD-AP0481H

MMD-AP0071SPH
MMD-AP0091SPH
MMD-AP0121SPH 
MMD-AP0151SPH 
MMD-AP0181SPH 
MMC-AP0151H 
MMC-AP0181H 
MMC-AP0241H
MMC-AP0271H 
MMC-AP0361H 
MMC-AP0481H 
MMK-AP0072H
MMK-AP0092H
MMK-AP0122H 
MMK-AP0071H
MMK-AP0091H
MMK-AP0121H 
MMK-AP0151H 
MMK-AP0181H 
MMK-AP0241H
MML-AP0071H
MML-AP0091H
MML-AP0121H 
MML-AP0151H 
MML-AP0181H 
MML-AP0241H
MML-AP0071BH
MML-AP0091BH
MML-AP0121BH 
MML-AP0151BH 
MML-AP0181BH 
MML-AP0241BH
MMF-AP151H
MMF-AP181H
MMF-AP241H
MMF-AP271H
MMF-AP361H
MMF-AP481H

Model Type Model Name Capacity Cooling Heating
Code Cap. (kW) Cap. (kW)

  Model Type Model Name Capacity Cooling Heating
Code Cap. (kW) Cap. (kW)

Technical Specifications Reverse Cycle

MCY-MAP0401HTOutdoor Unit  
Cooling Capacity kW 12.10 14.00 15.50
COP 4.29   4.03  3.35
Heating Capacity kW 12.50 16.00 18.00
COP    4.61 4.00   3.71
Maximum number of indoor units  6 8 9
Dimensions (HxWxD) mm 1340 x 900 x 320 1340 x 900 x 320 1340 x 900 x 320
Weight kg 117 117 117
Maximum equivalent length separation* m 125 125 125 
Maximum actual piping separation* m 100 100 100
Maximum pipe length m 180 180 180
Power supply V-ph-Hz (220-240) -1-50 (220-240) -1-50 (220-240) -1-50  

 

MCY-MAP0501HT MCY-MAP0601HT

*When PMV Kit is used: Maximum equivalent length separation (80m); Maximum actual piping separation (65m); Maximum pipe length (150m)

1.00
1.25
1.70
2.00
2.50
3.00
3.20
4.00
5.00

2.80
3.60
4.50
5.60
7.10
8.00
9.00

11.20
14.00

3.20
4.00
5.00
6.30
8.00
9.00

10.00
12.50
16.00

0.80
1.00
1.25
1.70
2.00

2.20
2.80
3.60
4.50
5.60

2.50
3.20
4.00
5.00
6.30

0.80
1.00
1.25
1.70
2.00
2.50
3.00

2.20
2.80
3.60
4.50
5.60
7.10
8.00

2.50
3.20
4.00
5.00
6.30
8.00
9.00

0.80
1.00
1.25
1.70
2.00
2.50

2.20
2.80
3.60
4.50
5.60
7.10

2.50
3.20
4.00
5.00
6.30
8.00

0.80
1.00
1.25
1.70
2.00
2.50
3.00
3.20
4.00
5.00

2.20
2.80
3.60
4.50
5.60
7.10
8.00
9.00

11.20
14.00

2.50
3.20
4.00
5.00
6.30
8.00
9.00

10.00
12.50
16.00

2.00
2.50
3.00
4.00
5.00

5.60
7.10
8.00

11.20
14.00

6.30
8.00
9.00

12.50
16.00

0.80
1.00
1.25
1.70
2.00
1.70
2.00
2.50
3.00
4.00
5.00
0.80
1.00
1.25

2.20
2.80
3.60
4.50
5.60
4.50
5.60
7.10
8.00

11.20
14.00
2.20
2.80
3.60

2.50
3.20
4.00
5.00
6.30
5.00
6.30
8.00
9.00

12.50
16.00

2.50
3.20
4.00

0.80
1.00
1.25
1.70
2.00
2.50
0.80
1.00
1.25
1.70
2.00
2.50
0.80
1.00
1.25
1.70
2.00
2.50
1.70
2.00
2.50
3.00
4.00
5.00

2.20
2.80
3.60
4.50
5.60
7.10
2.20
2.80
3.60
4.50
5.60
7.10
2.20
2.80
3.60
4.50
5.60
7.10
4.50
5.60
7.10
8.00

11.20
14.00

2.50
3.20
4.00
5.00
6.30
8.00
2.50
3.20
4.00
5.00
6.30
8.00
2.50
3.20
4.00
5.00
6.30
8.00
5.00
6.30
8.00
9.00

12.50
16.00

Inventor of the Inverter

Toshiba Air Conditioning (Australia) Sales: 1800 770 127 Service: 1300 652 349 www.toshiba-aircon.com.au
34-40 Garden Boulevard Dingley Vic 3172
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Flexibility and comfort:
the key words.

The Toshiba MiNi-SMMS is a small
VRF system suitable for both 
commercial and residential
applications. 
Great flexibility and control power 
combine in a VRF system which 
is small and compact enough 
to fit many rooms.
It has been designed to bridge the 
gap between the versatile Inverter 
Multi-Split Systems and the larger 
capacity of the SMMS, the compact 
MiNi- SMMS Inverter, space-saving 
system operates with R-410A

refrigerant and offers all the 
groundbreaking benefits of the current 
SMMS Inverter Technology.
A solution with the precise efficiency 
and control required by smaller 
offices, shops and private spaces
is now available.
Piping connection and operation
delivers unbeatable flexibility as only 
Toshiba know how: joint after header, 
header after joint, joint after joint 
and header after header.
Fast and easy to install with simple 
piping instructions, automatic system 

addressing also reduces installation 

Flexibility and comfort:
the key words.

hassles. In fact, during installation, 
system addressing can also 
be customized using the wireless 
remote controller, eliminating 
the need for manual switch setting.



MiNi-SMMS

The perfect balance 
between big and small.

This concept was developed to 
offer the most flexible solutions for 
shops, restaurants, offi ces, villas 
and for all applications where 
unobtrusive appearance and quiet 
operation are key advantages.
The special compact design of this 
new outdoor unit is packed with 
advanced functions and money-saving
advantages that make it the top 
choice for “professionals and
individuals who demand the best”.
Thanks to exclusive Toshiba 
technology and the DC Twin 

Rotary Compressor, the new range
of MiNi-SMMS offers an exceptional
solution in terms of energy effi ciency 
with COP values of up to 4.61 for 

The extremely compact shape  
1340x900x320mm (HxWxD) and 
it’s weight of just 117kg allows easy 
installation on balconies and patios.

The perfect balance
between big and small

Extended refrigerant piping 
capability, multiple indoor unit 
combinations, simple piping
and wiring offer great operational 
flexibility together with labour and
cost saving installation.
The new MiNi-SMMS system 
is appropriately designed to achieve 
optimum performances in various 
light commercial residential
applications. 

Due to the lightweight design, the
MiNi-SMMS requires very little to 
support its weight as opposed to
the standard VRF systems, this 
enables faster and easier installation.

the 12.1kW unit.

COP 4.29



13 internal units,
a total of 81 variations.

The system is fitted with a range of  
super quiet, indoor fan coil units in 13   
different styles, making this one of the  
most comprehensive choices of indoor 
units available in the market place.
A new compact, four-way cassette 
600 x 600mm unit with reduced height
of just 268mm is available in the 
capacity range 2.2 - 5.6kW.
The TCC Link control system is a
standard interface with the full range 
of controls, as are SMMS controllers. 
PMV operation has been adopted for 
areas where very low sound levels are 
required, making this the ideal solution
for hotel rooms and private spaces.

Compact Hi-wall

This new Hi-wall unit is perfect
for modest spaces, such as offi ces, 
small shops or bedrooms. 
The units are designed to be the most 
compact (275x790x208mm)
and lightweight (11kg) on the market.
This new unit also achieves outstanding
sound level performance within 
multiple application settings, 
to provide optimised user comfort.

13 internal units,
a total of 81 variations.

New, Compact Four way cassette

The new, compact four-way cassette 
has been designed to suit standard 
600mm x 600mm grid ceilings, 
allowing for simple installation and
easy maintenance.
Its fancy design fi ts any style of
interior decor, too, for rooms where 
overall appearance is as important 
a consideration as performance itself.

Two way cassette

NEW Compact Four way cassette

NEW One way cassette Ceiling Suspended

Standard ductedSlim Duct High static pressure ducted model Floor standing 

Hi-wallCompact Hi-wall

Floor standing concealed and vertical

Four way cassette




